                            List of Supplied Materials for Barro Colorado (BCI), Panama

USGS Provided
1. Fiberglass rebar, #4, 111 inches long, 18 each.
2. Rebar chairs, 3 inch height,
3. Concrete vibrator

4. Concrete curing retardant
5. Buckets, 5 gallon, 8 each

6. Lumber, 2” X 8” X 10’, 4 each
7. 230 Feet 2”, schedule 40 PVC conduit

8. PVC 2” schedule 40, 90 degree fittings, 8 each.

9. PVC 2” schedule 40, 45 degree fittings, 8 each.
10. Weatherhead fitting 2” conduit, 1 each

11. PVC “T” LB fitting 1 each

12. PVC 2” weather head.

13. PVC glue (for wet environments)

14. Polyurethane foam spray, 3 cans.

15. 200 foot fish tape.
16. CERI vault

17. Landscaping fabric.

18. Florescent marking paint, 2 cans.

19. Respirator

20. Ground wire, copper, #2 AWG.
21. Steel pipe, 6” schedule 40, 10 feet long. 1 each.

22. Carborundum “grit” blades for reciprocating saw
23. Stainless steelwool, 1 package
24. Stainless steel wire, 50 feet
25. Wooden stakes, approximately 16” long
Contractor Provided
1. Cement and aggregate needed to manufacture 7.5 cubic yards of concrete. Or
2. Bagged concrete enough for 7.5 cubic yards of concrete.

3. Concrete mixers, minimum of 3 on hand. A significant amount of concrete needs to be mixed in a short period of time.
4. Electrical power cable needed to connect BCI power grid to installation power system.

5. Manpower, powered equipment, and hand tools needed to accomplish the installation.
